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End of initial

configur:

VN

Lvl. 4-3-2-1 Lvl. 4-3-2-1
BADGES PROGRAMMABLE THU 07/09
ACCESS CODES FEATURES DISARMED

ENTERA
BADGE / CODE
BADGES/CODES
CONFIGURATION

03:CODE ¥+~
Code name

Badge/Code list

EVENT LOG

SELECT LAST
EVENTS
Event list

ACCESS LEVEL CONFIGURATION MAINTENANCE

MENU DATE/TIME
4-3 Level with EN Standard disabled

SETTING
Auto / Manual
TIMEZONE
UTC+n

If Auto

SYSTEM ARMED | | ACCES?LEVEL | | CONFIGURATION | _’| MODIFY

Level 4

See following pages

SMS DECODING
ENABLED / DISABLED
PANIC BUTTONS

Level 4

MODIF NAME POLICE e ggiflvﬂw
S .
BADGE / CODE SIREN LT
ACCESS LEVEL MEDICAL * * SIREN MAINTENANCE
n SILENT * L DIABLED REPLACE BATTERY
Level 4
SCHEDULE * o SIREN MAINTENANCE

AUTHORIZED LoD DEVICES

SELECT/MODIFY
SCHEDULES

ENTER ANEW

MAINTENANCE
CONTROL PANEL
CONFIG BYPASS
SCHEDULE Detectors list LANGUAGE
INOT BYPASSED / BYPASSED) English (UK)
AREAS DISAMED
If Partitioning disabled CHIME FUNCTIONAL TEST
PARTITIONS ENABLED/ DISABLED DEVICES
PAT1/PA2/ PAT+PA2

IfPartitioning enabled
USE OF CODE
KEYPAD / SMS PERIPH. CHIME DEVICE LOCATING

AUDIO TEST
EQUIPMENT
SPECIAL MODE 1
ENABLED / DISABLED
Audio equipment list
SPECIAL MODE 2
ENABLED / DISABLED
If Partitioning disabled
PERIMETER MODE SYSTEM STATUS
ENABLED / DISABLED
I Partitioning disabled
DISPLAY FAULTY
DELETE DEVICES
BADGES/CODES

ODE _ *+wwwwr
2G3G LEVEL

COMBINED SMS NB

If digital code

ALARM MODES
ENABLED

If code and SMS (no keypad)

Code name

Badge/Code list

In order to check the firmware version, enter the following code in the
standby menu when the panel is DISARMED : 000000+YES
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Configuration Menu (Level 4)

GENERAL

PARAMETERS

[\ SPECIAL ARMING AREAS AND [\ CONFIGURATION
Vi MODES DEVICES | MONITOR.STATION

MONITORING
DEVICES "| PARAMETERS
MONITORING
ADD ANEW DEVICE ENABLED / DISABLED
DEVICE ACCOUNT NUMBER
CONFIGURATION Number
Device list SERVER
ADDRESSES
DELETE DEVICE IP ADDRESS 1
Value
CHANGE NAME DOMAIN NAME 1
DEVICE Value
PORT 1
AUTO/REMOTE CONTROLLED Value

Foroutdoorsirens

PARTITIONS IP ADDRESS 2
PA1/PA2 /PA1 + PA2 Value

Ifkeyfob with partitioning enabled

CHANGE AREA DOMAIN NAME 2
DEVICE Value

@
=
m

IDENTIFICATION

PHONE NUMBER

|
Il

ONALARM
Sir/Delay/Silent/Without Sir

NAME OR ADDRESS

XTENDER

ARMING PROFILE
From the host/ Stand alone

ENTRY DELAY
Time length
TRANSMISSION DELAY
Time length
ARMING DELAY
Time length
ARMING MODE
Slow / Fast

|D

ON ALARM
Sir/Delay/Silent/Without Sir

k2
g
g
S
o
z

*None
*Perimete
DEVICE TYPE i P\? FfT 2
*Perim+Ext alue
PROGRAMMABLE Forintrusion detectors *24h
OUTPUTS 24H SIREN MODE EVENT TRANS.
Silent/Siren/Delay Beeps MODIFICATION
PROGRAMMABLE ON ALARM For 24htype detectors
OUTPUT 1 Sir/Delay/Silent/Without Sir AUTO ARMING RULE Event List * 'ﬁiﬁﬁ%/m
N " .
Continue/Bypass ALARM < NOTTRANSMITTED
STATUS SILENT ARMING Forintrusion detectors
ENABLED / DISABLED DISABLED / ENABLED CHIME
PARAMETERS PERIODIC TEST
Forintrusion detectors * o Th
LENCTHACTIV. PROFILE NAME 12hours
-900 sec PERIODICTEST |« 24hours
24 HOURS * * 48 hours
* 7days

* Notest

REMOTE CONTROLED
ENABLED/DISABLED

EVENT TYPE
Event Type *
- y - - I SWINGER
* The event type list is available in the following application note :
| EN - PANEL - PROG OUTPUTS - NOTE | P sAuoown
SWINGER SHUTDOWN
DISABLED / ENABLED
CONFIGURATION
DETECTOR

Detectors list
DISABLED / ENABLED

TESTHOUR
hh:mm

SYSTEM ARMED
ENABLED / DISABLED
CALLING PROFILE
SEQUENCE
GGGGGGgggggg
FILES TRANSFER
ARMING FILE
CONX/MON STATION
DISABLED / ENABLED
ARM/MON STATION
DISABLED / ENABLED

VIDEO COMPATIB.
FRONTEL MONIT.

TONE
Tone 1/Tone 2

I

OUTPUT NAME
Name

PROGRAMMABLE
OUTPUT 2

See Programmable
Output 1 menu

PROGRAMMABLE
INPUTS

TRIPS
PROGRAMMABLE N

INPUT 1
RESET TIME
TRANSMISSION X Hour(S)
ENABLED *

SEND EVENT
ALARM/ALARM/END
INPUT TYPE
NORMALLY OPEN/CLOSED
EVENT TYPE
Event Type *

* The event type list is available in the following application note :
EN - PANEL - PROG INPUTS - NOTE

il

Area list
AREA CONTENT n
Name AREA n

Device list of ZONE n
DETECTION NB
0-9 CHANGING NAME n
Name AREAn

IfEvent= Detection

ENTRY DELAY
0-3600 AREA MODE
Auto/Instant/Delayed
PARTITIONS
PA1/PA2/PA1 + PA2

FRONTEL MONIT.1
ENABLED / DISABLED

FRONTEL MONIT.2
ENABLED / DISABLED

‘_____
‘_____
‘_____
‘_

‘_____
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Configuration Menu (Level 4)

GENERAL

[\ CONFIGURATION

PARAMETERS

[\ SPECIAL ARMING AREAS AND
v MODES DEVICES

'Npl,f‘;';“:ME .}| PARTITIONING TMT PARAMETERS
SIREN MODE * * SIREN PARTITIONING FRONTEL TMT
.
SIREN * L DISABLED / ENABLED ENABLED / DISABLED
MAPPING PARTITION 1 SERVER
DISABLED / Camera list Partition 1 Name ADDRESSES
PARTITION NAME IP ADDRESS TMT
Partition 1 Name Value
Part 1 Name CONTEN DOMAIN NAME TMT
AREAS Value
Arealist PORT TMT
Value

A
- -
[®)
z
=
[e)
bl
»
o
z

!

CHIME
PARAMETERS

ACTIVATION TYPE
No/Open/ Close/ O&C

TONE
Tone 1/Tone 2

PROGRAMMABLE Part 1 Name CONTEN PERIODIC CALL
INPUT 2,3 KEYFOBS MONITOR STATION
See Programmable
Input 1 menu

Keyfob list
Part 1 Name CONTEN
CODES/BADGES
Badge/Code list
USER NAME
Value
PARTITION 2 SEQUENCE
PASSWORD Partition Name 2 GGGGGGgggggg

Value See PARTITION 1 menu

PERIODIC CALL . Dgg%(EsD
DISABLED <90 DAYS
TEST HOUR
hh:mm

2G3G
PARAMETERS

APN CODE
Value

CALLING PROFILE
FRONTEL TMT

FILES TRANSFER

PAQUET SIZE SIREN DURATION
Size INTRUSION 30-600sec

ARMING FILE
DATA TIMEOUT

Time SIREN DURATION
TAMPER CONNEXION/TMT

SMTP 2G3G DISABLED / ENABLED
Value

eI

* 15sec
ENTRY DELAY | | jgsec ARM/TMT
o . sec
PORT 2G3G 15 sec e DISABLED / ENABLED
Value * 2min
VIDEO COMPATIB.
MAX TCP PACKET EXITDELAY - 45sec FRONTEL TMT

Value 45sec* * Imin
* 2min

FRONT. TMT
ENABLED /DISABLED

RING TONE

Off/ Auto INT DELAY BEEPS
ENABLED / DISABLED
DELAY BEFORE OFF
Time length

fRingTone = Auto EXT DELAY BEEPS
DISABLED / ENABLED
TOUCH-PAD ENABLED / DISABLED
AUTOARMING DELAY SERVER
ENABLED / DISABLED

AND KEYPAD
IP ADDRESS 3
Value
SCHEDULING
SCHEDULING
Off/ Enable

CALENDAR
MANAGEMENT

PARAMETERS

H
Y
Y

LOW BATT MSG
ENABLED / DISABLED

1st KEY READ
By default/ Yes / No

IfXMA/XMB
RADIO OPTIONS
BUILTIN/EXTERN.ANTENNA
EN50131 NORM
DISABLED / ENABLED

DOMAIN NAME3
Value

PORT 3
Value

IP ADDRESS 4
Value

Seepage 5

ERASE THE
CALENDAR
DOMAIN NAME4
Value

PORT 4
Value

WARNING BIP
ENABLED / DISABLED EVENT TRANS.
MODIFICATION

Event List * * ALARM

n « ALARM / END
ALARM « NOT TRANSMITTED
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Configuration Menu (Level 4)

GENERAL
PARAMETERS

[\ SPECIAL ARMING AREAS AND [\ CONFIGURATION
Vi MODES DEVICES | MONITOR.STATION
1

1 1
1 1
CALLING PROFILE
SEQUENCE
GGGGGGgggggg
FILES TRANSFER
ARMING FILE
CONX/APP
DISABLED / ENABLED
ARM/APP
DISABLED / ENABLED

BS 8243

BS 8243 )
DISABLED / ENABLED | English Standard

DEVICE
ASSOCIATION

|

I

List
XL/Keypad/LB

Contacts/Inputs list
Not Associated / Associated

VALIDATION DELAY

DELAY 3-60 min CALENDAR
MANAGEMENT

A VIDEO COMPATIB.
VIDEO NO CALENDAR 645 OPEN 01 dor0l FRONTEL APP.
123456-
FRONT. APP. IP3
VIDEO DURATWMV 145 CLOSE 02 r02 ENABLED / DISABLED
4-12 sec
FRONT. APP. IP4
\VIDEO DURAT.MJPEG] Colondior03 ENABLED / DISABLED
4-12 sec
OK CLR
or »
COLORS IN WMV YES 1345 CLOSE O o
No / Auto ----6- REMOVE ? PARAMETERS

COLORS IN MJPEG L | NEW ENTRY ? MODIFY ENTRY ? PCM GENERAL
No / Auto ' |OK/YES ESC/N IOK/YES ESCIN PARAMETERS
> | o, |

I\
7100:00 OPEN

Calendar 04

STATUS DISPLAYS

00:00 OPEN 04

00:00 CLOSE 04

CONSTANT PCM
Auto/Off/On

SUPERVISION
Displayed / Not displayed

DELAY BEFORE OFF
Time length
If CONSTANT PCM = Auto

DOORWIN DETECT
Displayed / Not displayed

00:00 CLOSE

04
(1=Mon . .. 7=Sun) HEARTBEAT
30 sec- 10 min

00:00 CLOSE 04
12-4-6- OK? PCM
TELES.

PCM TELES.
ENABLED / DISABLED

BATTERY STATE

Displayed / Not displayed ’ ADSDERRe/SEgES
AC POWER
IP ADDRESS PCM1

Displayed / Not displayed

PERIODIC CALL

DOMAIN NAME PCM1

Displayed / Not displayed

PORT PCM1
Value

ETHERNET
Displayed / Not displayed

2G3G
Displayed / Not displayed

TAMPERS
Displayed / Not displayed

T
>
b
>
=
m
o
m
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»

IP ADDRESS PCM2
Value

DOMAIN NAME PCM2
Value

PORT PCM2

Value

[AUTHORIZED MEDIA]
(CONN. FRONTEL)

www.videofied.com




Configuration Menu (Level 4)

GENERAL [\ CONFIGURATION

|4 MONITOR.STATION

PARAMETERS

N SPECIAL ARMING AREAS AND
v MODES DEVICES

PCM
APP

PCM APP
ENABLED / DISABLED

SERVER
ADDRESSES

IP ADDRESS PCM3
Value

DOMAIN NAME PCM3
Value

PORT PCM3
Value

IP ADDRESS PCM4
Value

DOMAIN NAME PCM4
Value

PORT PCM4

T

Value

(CONN. FRONTEL)

GENERAL
PARAMETERS
VOICE FILTERS

FILTERS 1,2
number

EXTENDED FILTERS
ENABLED / DISABLED
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